REACTOR DIMENSIONS

Add the suffix /E at the end of the part number to denote enclosed style.

OPEN STYLE ENCLOSED STYLE
Inductance Dimensions (Inches) Weight Approx.

Catalogue No. Max. Amps (mH) A/B/C/D/E (Lbs) Enclosure | Weight (Lbs)
3PR-0002C5L D, 9.19 4.25/2.375/4.375/2.875/2.25 4.0 #0 13.0
3PR-0002C3H 2 13.78 4.25/2.75/4.375/2.875/2.50 4.5 #0 135
3PR-0002C5H 2 22.97 4.25/3.00/4.375/2.875/2.625 5.3 #0 14.3
3PR-0004C3L 4 2.78 4.25/2.25/4.375/2.875/2.125 5.8 #0 14.8
3PR-0004C5L 4 4.59 4.25/2.625/4.375/2.875/2.375 6.5 #0 15.5
3PR-0004C3H 4 6.89 4.25/3.00/4.375/2.875/2.50 7.0 #0 16.0
3PR-0004C5H 4 11.49 4.25/3.125/4.375/2.875/2.75 8.0 #0 17.0
3PR-0008C3L 8 1.38 6.00/3.375/4.875/2.00/2.375 6.8 #0 15.0
3PR-0008C5L 8 2.30 6.00/3.50/4.875/2.00/2.50 7.3 #0 16.3
3PR-0008C3H 8 — 3.45 == 6.00/4.00/4.875/2.00/2.75 = 9.0 #0 18.0
3PR-0008C5H 8 5%/3 6.00/4.375/4.875/2.00/3.375 10.8 #0 19.8
3PR-0011C3L 11 1.00 6.00/3.375/4.875/2.00/2.625 7.3 #0 16.3
3PR-0011C5L 11 1.67 6.00/3.50/4.875/2.00/2.75 8.7 #0 17.7
3PR-0011C3H 11 2.50 6.00/3.75/4.875/2.00/2.875 10.1 #0 19.1
3PR-0011C5H 11 4.18 6.00/4.125/4.875/2.00/3.125 12.0 #0 21.0
3PR-0017C3L 17 0.65 6.00/3.875/4.875/2.00/3.00 10.0 #0 19.0
3PR-0017C5L 17 1.08 6.00/4.25/4.875/2.00/3.125 12.0 #0 21.0
3PR-0017C3H 157/ 1.62 6.00/4.375/4.875/2.00/3.25 13.8 #0 22.8
3PR-0017C5H 17 2.70 6.00/4.50/4.875/2.00/3.50 15.0 #0 24.0
3PR-0027C3L 27 0.41 7.00/4.00/6.00/3.25/2.75 14.6 #0 23.6
3PR-0027C5L 27 0.68 7.00/4.50/6.00/3.25/3.25 15.8 #0 24.8
3PR-0027C3H 27 1.02 7.00/4.75/6.00/3.25/3.375 18.6 #0 27.6
3PR-0027C5H 27 1.70 7.00/5.00/6.00/3.25/3.75 21.4 #O 30.4
3PR-0034C3L 34 0.32 7.00/4.625/6.00/3.25/3.00 16.4 #0 25.4
3PR-0034C5L 34 0.54 7.00/5.00/6.00/3.25/3.375 19.6 #0 28.6
3PR-0034C3H 34 0.81 7.00/5.25/6.00/3.25/3.625 22.6 #0 31.6
3PR-0034C5H 34 1935 7.00/5.50/6.00/3.25/3.875 25:0 #0 34.0
3PR-0045C3L 45 0.25 9.00/4.25/7.00/3.00/2.625 25:0 #1 35.0
3PR-0045C5L 45 0.41 9.00/5.00/7.00/3.00/3.375 29.9 #1 40.9
3PR-0045C3H 45 0.61 9.00/5.25/7.00/3.00/3.625 34.5 #1 45,5
3PR-0045C5H 45 1.02 9.00/6.00/7.00/3.00/4.375 41.2 #1 52.2
3PR-0060C3L 60 0.18 9.00/4.75/7.00/3.00/3.125 255 #1 36.5
3PR-0060C5L 60 0.31 9.00/5.25/7.00/3.00/3.625 30.0 #1 41.0
3PR-0060C3H 60 0.46 9.00/6.00/7.00/3.00/4.375 40.0 #1 51.0
3PR-0060C5H 60 0.77 9.00/6.125/7.00/3.00/4.50 48.0 #1 59.0
3PR-0080C3L 80 0.14 9.00/6.00/7.00/3.00/3.125 28.3 #2 42.3
3PR-0080C5L 80 0.23 9.00/6.50/7.00/3.00/3.625 35.0 #2 49.0
3PR-0080C3H 80 0.35 9.00/7.00/7.00/3.00/4.50 40.0 #2 54.0
3PR-0080C5H 80 0.57 9.00/7.50/7.00/3.00/4.75 51.0 #2 65.0

Figure 7. Dimensioned view
for reactors rated up to 45 A

7 — Dimensions and Weights




